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Hardware Requirements for iScaf & iRent  
For latest versions as at January 1, 2008 

 
iScaf®  
 
 Minimum Recommended 
Operating System 
 

Windows 2000 Windows XP or Newer 

Processor 
 

Pentium Computer 
128 Mb Ram 
100 Mb free Hard Disk space 
15" Monitor 
 

Pentium Computer  
2 Gig Ram 
1 Gig Free Hard Disk Space 
17"+ Monitor 
High performance graphics card 
UPS 

Input Device Mouse Mouse and Optional Scanner 
Output Device 
 

Printer 
or Plotter 

Laser Printer 
And A3 Colour Plotter 

 
iRent® 
 
 Minimum Recommended 
Operating System 
 

Windows 2000 Windows 2000, XP or Newer 

Processor Pentium Computer  
1 Gig Ram  
100 Mb Free Hard Disk space  
15" Monitor  
SVGA graphics card 

Pentium Computer  
2 Gig Ram  
1 Gig Free Hard Disk space  
17"+ Monitor  
SVGA high performance graphics 
card 
UPS 

Input Device Mouse  IntelliMouse (Mouse with wheel) 
Output Device DeskJet Printer Laser Printer 
 
iRent® on a Server 
 
 LAN WAN 
Server Operating 
Systems 

Windows 2000 Server or Newer. Windows Terminal Server 
(or Citrix) 

Minimum Server 
Requirements 

Pentium Computer:  
2 Gig Ram 
UPS 

Pentium Computer: UPS & 
8 Gig Ram for 5 concurrent 
user system 
16 Gig Ram for 20 
concurrent user system 

 
Note: Scaftech software will run on Windows Vista (Although not recommended) 
Scaftech software is not recommended to be run on 64bit Operating systems. 
 


